CKT. A&B: 3%#2, 1#4 GND, 1/4" UD
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(62695) (62695)

JB, SS, 12x10"x6’" ATS
NOTE 5

AB2

AA9
(62593)

CKT. A&B: 3*2, 1*4 GND, 14" UD

AAB
(62593)

4

SEE SHEET RL-03

SEE SHEET RL-O1

MATCH LINE STA. 116+00

MATCH LINE STA. 103+00

AE3
62304 (62304)
NOTE 7

JB, S§S, 12”x10"x6" ATS
NOTE 5

PARNELL AVE

CKT. E&F: 3*2, 1#4 GND, 1'/4” UD
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SINGH & ASSOCIATES, INC.

CONSULTING ENGINEERS

300 W. ADAMS ST.

CHICAGO, iL 60606
TEL: (312) 6290240
FAX: (312) 629-8449

99+h ST / /
L K —— L

— _K‘_

CKT. E&F: 3#2, 1*4 GND,

14" UD

(62304)

CKT. E&F: 3%2, 1%¥4 GND,

14" UD

(62304

EGGLESTON AVE

25

m

T
I
[u

[o]o]
lofo]
m

T

q'—-—o

i

1

N
.

3,

&

L

-
B

FAL TOTAL [SHEET
RTE, |  SECTION COUNTY | shEeTs|” NO.

94 * COOK 36 26

STA. 103+00 TO STA. 116+00

FED. ROAD DIST. NO. 1ILLINOISIFED. AID PROJECT

* 2005-014L 62937

LEGEND
EXISTING LIGHTING UNIT TO REMAIN

EXISTING HANDHOLE
(PROVIDED UNDER THE SEPARATE
CONTRACT)

UNDERGROUND REINFORCED CONCRETE
ENCASED CNC DUCTBANK. (PROVIDED
UNDER SEPARATE CONTRACT).

EXISTING LIGHTING CIRCUIT

FOUNDATION AND GROUND ROD
(PROVIDED UNDER SEPARATE CONTRACT)

LIGHTING UNIT:
47-6” POLE, 15 FT.
310W HPS M-C-III LUMINAIRE.

JUNCTION BOX: TYPE AND SIZE AS
INDICATED ON PLANS

DIRECT BURIAL CABLE UNDERGROUND
WITHOUT ENCASEMENT

NOTES:

UNLESS NOTED OTHERWISE ALL
ITEMS AND WORK SHOWN IN HEAVY
LINE WEIGHT ON THIS DRAWING
ARE PROPOSED NEW ITEMS OF WORK.

FOUNDATIONS AND ASSOCIATED
GROUND RODS FOR CONVENTIONAL
LIGHT POLES SHALL BE FURNISHED
UNDER IDOT CIVIL CONTRACTS
NOTED IN BRACKETS.

CONTRACTOR TO PROVIDE POLE,
LUMINAIRE, AND POLE WIRING AS
PART OF THIS CONTRACT

CONTRACTOR TO RELABEL LIGHT
POLES LOCATED IN MEDIAN AS NOTED
ON PLANS. THE COST TO RELABEL
F’OLES IS CONSIDERED INCIDENTAL TO

COST OF INSTALLING THE NEW
LIGHTING SYSTEM.

MOUNT JUNCTION BOX TO ABUTMENT

IN' ACCORDANCE WITH DETAIL SHOWN

ON SHEET 2D/RL-08. ROUTE UNIT DUCT

TO JUNCTION BOX AND SEAL FOR

UNDERPASS LIGHTING T0 BE_PROVIDED
THIS CONTRACT

TO MAINTAIN POWER TO UNDERPASS

LIGHTING UNTIL NEW POWER FEEDERS

ARE INSTALLED. COORDINATE WITH

CONTRACT 62583.

SPLICE EXISTING MEDIAN LIGHTING
TO LIGHTING CIRCUIT IN JUNCTION
BOX MOUNTED TO ABUTMENT.
CONTRACTOR TO LOCATE EXISTING
UNDERGROUND FEEDER AND ROUTE
TO NEW JUNCTION BOX.

LIGHTING WITHOUT CONCRETE BARRIER

WALL PROTECTION T
WITH BREAKAWAY TRANSFORMER BASE.
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